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Sniff Controller Basic  

User Manual  

  

This manual includes information on your Sniff Controller device. Please take a few minutes to 

read this manual including the step-by-step instructions to help you get started.  

  

Read and understand all the safety instructions before using your product.  

If you have any questions about this product or how to use it, visit us at www.snifflogic.com  

  

What’s in the box?  

 

Component  Model  Quantity  

Sniff Controller Basic  SCB1  1  

Pressure Probe  PP1  2  

USB cable    1  

Pressure probe 

extension  

PPE1  1  

Carrying bag    1  

  

Overview:  

The Sniff Controller Basic converts nasal airflow to electrical signals through a pressure probe 

placed at the nostrils. The Sniff Controller Basic is powered and controlled via its USB connection 

to its host device (laptop/desktop computer running Windows/macOS (compatible versions are: 

Windows 10 and later or macOS 13 or later).  

  

Note: The Sniff Controller Basic is not compatible with mobile devices.  

  

1. Download software for your intended use at www.snifflogic.com 

2. Setting up your Sniff Controller Basic:  

  

a. Remove both the red pressure port dust cover and data port dust cover (use them for 

long-term storage).  

b. Connect the USB cable to the Sniff Controller Basic’s USB data port (USB-C connection) 

located on the bottom side of the device. Next, connect the USB cable to its host 

computer (USB-A connection).  

• Please use the cable supplied with the Sniff Controller.  

The connectivity LED embedded in the rhino logo should flash red and immediately turn 

blue.  
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c. Wearing the pressure probe:  

  

Please refer to the short video clip in the QR code for 

instructions (the video is also available at:  

www.snifflogic.com/videos).  

  

- Open the pressure probe bag.  

- Gently tighten the Luer lock onto the device’s airflow port by screwing it until secure. 

  

i. Loosen the fastener to widen the pressure probe.  

ii. Hold the pressure probe such that the nosepiece is facing.  

iii. Place the nosepiece under the nose, as close as possible to the nostrils. Note that the 

prongs are curved to fit the shape of the nostrils.  

iv.  Still holding the nose piece, move your fingers along the tubes to place both sides of 

the tubes above your ears, the same way you would wear glasses. The tubes should 

then extend behind the ears to the back of the head.  

v. Use both hands to tighten the fastener behind the head: One hand should draw the 

probe tube back while the other hand will move the fastener closer to the head. 
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vi. Optional: for extra tube length, you may attach the pressure probe extension cord 

between the pressure probe and the Sniff Controller Basic. 

 

  

3. LED behavior:  

When powered via USB-C, the LED embedded in the rhino logo will flash red and then turn 

constant blue.  

  

4. Specifications:  

• Product name: Sniff Controller Basic  

• Model: SCB1  

• Dimensions: 55 X 18 X 21mm  

• Weight: 20.3gr  

• Input Ratings: external power 5Vdc 15W Max  

• Operating temperature: 0℃ (32℉) – 40℃ (104℉)  

• Connectivity: standard USB-C type cable  

• USB cable length: 2 Meter  

  

 

5. Safety:  

Sniff Controller:  

• The Sniff Controller Basic is not a medical device and is not designed or intended to be 

used for monitoring, diagnosis or treatment of any disease.  

• Keep the device out of reach of children and pets.  

• Dispose of the device properly according to local regulations.  

• If you experience any discomfort or irritation while using the device, stop using it 

immediately.  

• Do not attempt to disassemble or repair the device.  

• The Sniff Controller Basic is not water-proof.  



4  

  

Pressure probe:  

• The pressure probe is not a medical nasal cannula.  

• The pressure probe is not intended for the delivery of gasses.  

• No unsupervised use under the age of 14 - risk of strangulation.  

• For individual use only, do not share.  

  

6. Troubleshooting:  

 If you have problems using this product, check the following points before you contact us:  

- No power (the LED is not working):  

Make sure that the USB cable is firmly connected on both ends. If needed, 

disconnect and try again.  

- I connected the Sniff Controller Basic to my mobile device using a USB-C connection, 

but nothing happened:  

The Sniff Controller does not work with mobile devices (even though the LED may 

turn on).  

- Do I need to charge the Sniff Controller Basic?  

No. The Sniff Controller has no battery. It is powered by its host computer.  

  

7. Maintenance:  

- How can I clean my Pressure Probe?  

 

If you have access to pressurized air or oxygen, you can place your pressure probe 

in boiling water, and then dry it thoroughly by blowing air or oxygen through it for 

several minutes. If you do not have access to pressurized air or oxygen, do not place 

your pressure probe in water, as it will be very hard to dry it afterwards. Instead, use 

an alcohol swab to clean the nasal prongs, and then let dry. Always store your 

pressure probes in a clean and dry place, and not in a plastic bag.  

  

- My clear pressure probe turned yellowish, is that normal?  

 

Yes, clear medical-grade silicone can obtain a yellowish tint when left in the sun. This 

is not a cause for concern  

  

  

 

 


